
• Beginning your static session

o Turn on Champion Pro GPS unit.

o Once on, hold down the white button for 5 seconds to begin static session

• Accessing static data

o Computer

▪ Use Y cable to connect the pin port to Pro GPS unit.

▪ Use Y cable to connect USB port to computer

▪ Pro GPS unit should be read by the computer as serial number {Figure 1}

▪ USB Drive

• Open folder labeled repo_(serial number) {Figure 2}

• Open folder labeled record_1 {Figure 3}

o Within record_1 there will be a folder with the date of your

static session.  Ex. Year/Month/Day -yyyymmdd {Figure 4}

o Within your dated static session folder will be 2 folders, hcn and

rinex. You will open the rinex folder. {Figure 5}

o Within the rinex folder you will want to use the file ending in

.20O to upload to Opus. {Figure 6}

o Cell phone/wirelessly through computer

▪ Using your android or iPhone you can connect via ftp (file transfer protocol)

client webpage.

▪ You must turn on the Champion Pro GPS unit, then go to your Wi-Fi settings to

connect to the Pro GPS unit. It will show up as GNSS-(serial number) Password

will be 12345678  {Figure 7/7a}

▪ Once connected, from your cellular device’s internet browser type

ftp://192.168.1.1 into the address bar. [Note: you will not have internet access]

{Figure 8} 

• You will be prompted to enter username and password. {Figure 9}

o Username: ftp

o Password: ftp

• Select folder labeled repo_(serial number) {Figure 10}

o Select folder labeled record_1/ {Figure 11}

▪ You will see a single folder with the date of your static

session. Ex. Year/Month/Day -yyyymmdd {Figure 12}

o Within your dated static session folder will be 2 folders, hcn/

and rinex/ You will select the rinex folder. {Figure 13}

o Within the rinex/ folder you will want to use the file ending in

.20O to upload to Opus. {Figure 14}

o By default, when downloading the rinex.20O file it will be sent

to your download folder on your device.

o By knowing the file location, you can now disconnect from the

Pro GPS unit.

o To disconnect, open WiFi settings on your device, choose GNSS-

(serial number), and select Forget. {Figure 15}
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o You will now have internet access able to upload the rinex.20O 

file to the Opus website 

▪ OPUS (Online Positioning User Service) 

• To upload to opus google or use www.ngs.noaa.gov/OPUS/ {Figure 16} 

o Choose the static file you downloaded {Figure 17} 

o Select CHAPRO NONE from the pull-down menu {Figure 18} 

o Put 2 for antenna height {Figure 19} 

o Enter your email to receive opus data {Figure 20} 

▪ Make sure no extra spaces are after your email 

o Choose upload to Rapid-Static if your session was under 2 

hours {Figure 21} 

▪ Results will be released in 48 hours 

o Choose upload to Static if your session was over 2 hours {Figure 

22} 

▪ Results are usually released within 20 minutes. 
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Figure 1

• Pro GPS unit should be read 
by the computer as serial 
number 
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Figure 2

• Open folder labeled 
repo_(serial number) 
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Figure 3
• Open folder labeled 

record_1 
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Figure 4 
• Within record_1 there will be 

a folder with the date of your 
static session.  

• ex. Year/Month/Day -
yyyymmdd
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Figure 5
• Within your dated static 

session folder will be 2 
folders, hcn and rinex. 

• You will open the rinex
folder. 
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Figure 6
• Within the rinex folder you 

will want to use the file 
ending in .20O to upload to 
Opus. 
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Figure 7 (PC)
• You must turn on the 

Champion Pro GPS unit, then 
go to your Wi-Fi settings to 
connect to the Pro GPS unit.

• It will show up as GNSS-
(serial number)

• Password will be 12345678
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Figure 7a (Cell)
• You must turn on the 

Champion Pro GPS unit, then 
go to your Wi-Fi settings to 
connect to the Pro GPS unit.

• It will show up as GNSS-
(serial number)

• Password will be 12345678
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Figure 8
• Once connected, from your 

cellular device’s internet 
browser type 
ftp://192.168.1.1 into the 
address bar.

• [Note: you will not have 
internet access] 
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Figure 9
• You will be prompted to 

enter username and 
password.

• Username: ftp
• Password: ftp
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Figure 10
• Select folder labeled 

repo_(serial number)
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Figure 11
• Select folder labeled 

record_1/
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Figure 12
• You will see a single folder 

with the date of your static 
session. Ex. Year/Month/Day 
-yyyymmdd
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Figure 13
• Within your dated static 

session folder will be 2 
folders, hcn/ and rinex/ 

• You will select the rinex
folder
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Figure 14
• Within the rinex/ folder you 

will want to use the file 
ending in .20O to upload to 
Opus. 
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Figure 15
• To disconnect, open WiFi

settings on your device, 
choose GNSS-(serial 
number), and select Forget. 
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Figure 16
• To upload to opus google or 

use 
www.ngs.noaa.gov/OPUS/
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Figure 17
• Choose the static file you 

downloaded /
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Figure 18
• Select CHAPRO NONE from

the pull-down menu 
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Figure 19
• Put 2 for antenna height 
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Figure 20
• Enter your email to receive 

opus data 
• Make sure no extra spaces 

are after your email

eGPS Solutions | 770-695-3361 | www.eGPS.net



Figure 21
• Choose upload to Rapid-

Static if your session was 
under 2 hours.

• Results will be released in 48 
hours
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Figure 22
• Choose upload to Static if 

your session was over 2 
hours {Figure 22}

• Results are usually released 
within 20 minutes
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