TKO
Upgrading Firmware

Step Action Display
In order to upgrade the firmware in the TKO receiver you must have the TKO Receiver
Management Software.
It can be downloaded here: http://www.egps.net/support-files/TKO-
receiver/software/TKO%20Receiver%20Management%20Software%20V1.4.1.exe
1 .
You can also download the Instrument firmware here: |http://egps.net/support-|
|fiIes/TKO—receiver/firmware/TKO%ZOReceiver%ZOFirmware/TKO RTKs V52 Static.098.zip‘
e Connect your TKO receiver to the
computer using the serial port on the “Y”
cable that came with the system
e IMPORTANT: You cannot use the USB
2 cable at this time.
o Make sure you have a Full Battery
o Power the receiver on
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TKO
Upgrading Firmware

Step Action

Display

e Make sure the “EQUIPMENT TYPE” is set
to “RECEIVER”

e Press “SELECT FILE”

¢ Navigate to and Select the Receiver
Firmware you saved

¢ TURN OFF THE RECEIEVR as it says in

4 the Message at the bottom of the screen

e Press “START UPDATE”

e TURN ON THE RECEIVER as it says in
the Message at the bottom of the screen

e On the TKO the lights will blink in a
chasing pattern and a BLUE BAR will show
the progress
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e When the Lights stops blinking you will
receive a message that the firmware has
been upgraded

e Press OK

e Then turn Off the receiver by holding down
the OFF Button

o Power The receiver Back On

e Hold down the F1 button for two “ding
dongs” to reset the unit You will hear: “Test
OEM OEM OK Reset OEM”

e The Firmware has been upgraded
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Upgrading firmware successfully! Please restart GPS receiver!

Refresh List | Delets the 5ol
Savapats | [Pleese Saet Dowmioad BieR  Ster Denroad ~Rladio Frequency Setting Up( receiver should be in UHF working mode]
5 Connect Aadio
Progress: | =
= | ReadF
0 [Fies Size Flecode TimelGPS Time] ead Frequency

>

Set Frequency
Default Frequency

& 460M  © 230M

Check Baud Rate
SetBaud Rate

~ BaudRate: [

SM:3005480 Message: Upéradmg niovw, please waitwhile no turn off receiver nor exitthis £

FiegisterForever

eGPS Solutions 770.695.3361 | www.eGPS.net

Page 2/2



http://www.egps.net/

